4-1.3 General Mapping Guidelines
• Overlap each sheet to show complete continuity of right of way line. Overlap carefully to keep sheets to a minimum number. Use of match lines is encouraged.
• Use arrows if there is a possibility of misinterpreting a distance shown.
• Be sure all dimensions clear access ticks.
• When record dimensions must be shown on the same sheet as calculated ones, designate by enclosing in parenthesis, i.e. (30 m rec.) or (25' rec.).
• When the right of way line is parallel or concentric to the Design line show width of right of way on each side.
• Follow numerical progress of Design line stationing when indicating the bearing of the right of way line (N,E,S,W).
• When a total take parcel is too large to fit on one sheet and cannot be clearly shown by break lines, insert a small scale inset showing dimensions around excess.
• Use a same-ownership symbol (--Z --) to tie together lots or parcels from one ownership.
• Label lines PL (property line) LL (lot line), etc. for clarity in conflicting areas.
• Use light grayscale for topography to ensure the topography does not conflict with right of way lines and related data.
• Date all prints to indicate the latest status of information contained on the original.
• Map must clearly show the intent, and be legible. Add sheets, details, explanatory notes, etc. as needed.
4-2 COST ESTIMATE MAPPING
To show approximate land requirements for a project in advance of precise design requirements.
Initial Estimate Maps are prepared for the Project Initiation Document (PID) and updated as requested throughout the life of the project.
4-2.1 Use
• By Planning in studying alternative route locations.
• By Project Development in studying alternative design features.
• By Project Management in budgeting and rescheduling projects.
• By Right of Way Estimating to produce Data Sheets itemizing impacted utilities, ownerships, land areas, and cost estimates.
4-2.2 Map Requirements
• Existing mapping i.e. As-Builts, R/W maps, Assessor's maps, etc. may be used as base. • Assessor's parcel numbers and boundaries.
• Street names.
• Section numbers, township and range.
• Ownerships.
• Current and proposed R/W lines including access restrictions.
• Areas -total, R/W requirements, remainder and excess (if any).
• Current topography or photo imagery as available.
• Change assessor's parcel numbers to permanent parcel numbers when assigned.
• Any other data for adequate map orientation that may be necessary. For sample(s) of the Right of Way Cost Estimate Mapping click <here> References: Current R/W Manual
4-3 RIGHT OF WAY HARDSHIP MAP
Hardship maps are prepared to show parcels proposed for acquisition in advance of normal acquisition scheduling. Hardship is defined in Chapter 5 of the Right of Way Manual and is normally initiated by the property owner.
4-3.1 Use
• For appraisal of the property.
• By acquisition agent and property owner as an aid in understanding the proposed acquisition.
• As a base for a Resolution of Necessity map, if necessary.
• Temporary Record Map. 
4-3.2 Map Requirements

4-4 RIGHT OF WAY PROTECTION MAP
Protection maps are prepared to show parcels proposed for advanced acquisition to prevent development or additional development of the parcels. Protection is defined in Chapter 5 of the Right of Way Manual and is normally initiated by the Department.
4-4.1 Use
• Part of the package submitted to the CTC requesting approval to appraise and acquire.
• Appraisal Map for appraising the property.
• By Acquisition Agent and Property owner as an aid in understanding the proposed acquisition. 
4-5.1 Use
Right of Way Appraisal Maps may be used by different functions for various purposes. The following are some examples of such use.
• By APPRAISALS: For location of and familiarization with property; for assistance in determining property value and severance damages, for use in Appraisal Reports.
• By ACQUISITION: For familiarization with property to be acquired.
• By PROJECT DEVELOPMENT: For certification.
• By UTILITIES: For utility relocation.
• By R/W ENGINEERING: As base for additional mapping; for temporary record map and as the base for the final R/W maps.
• By R/W CLEARANCE: For relocation and clearance of improvements.
4-5.2 Map Requirements
The following information should appear on the Right of Way Appraisal Map, as applicable. 
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4-5.2.4 Topography
• Topography to be shown, if available.
• All building improvements within the proposed right of way.
• Building improvements on remainders unless such improvements are so remotely located that they will not be 
4-5.2.6 Parcel Bubbles
• Regular acquisition use a hot dog shape, flooded with color assigned ownership.
• Parcels not to be vested in State use rectangular shape, flooded with color assigned ownership. There is no distinction between parcels acquired for third party vs. parcels acquired by State to be deeded to third party.
• Excess parcels use a hot dog shape flooded with color assigned ownership.
4-5.2.7 Ownership Record
• Parcels, numbers and ownership names tabulated in block.
• Flood each row in block with same color assigned ownership.
• Areas: total ownership (as defined in R/W Manual), R/W requirement, excess, and remainder.
• Underlying Fee: Area to be shown in parenthesis in same cell as related area above, e.g. R/W requirement area (UF area), excess area (UF area). 
4-5.2.9 Coordinates
• Monuments that are referenced in the legal descriptions for the parcel to be acquired will be shown on the appraisal map with coordinates. Show tie to R/W line, if necessary.
• If no monuments are shown, then enough coordinate pairs on RW angle points will be shown so that coordinate locations of remaining RW angle points can be calculated.
4-5.2.10 Access Information
• Current requirements, identified by access denial ticks.
• Access rights previously acquiredlabeled, with clarifying note if necessary.
• Access to remainders (topography or record easement).
• Frontage roads.
• Grade separation labeled.
• Access openings: symbol, size, ties to right of way line (DO NOT tie to Design line).
4-5.2.11 Map Background
• Topography.
• Contours, if needed.
• Basis of Bearing (when CCS used, include grid factor and zone).
• North arrow, legend.
• Title block: • Revision block -with date, description of changes, and First Initial -Last Name of person making revision.
• Reference block -(optional) but refer at least to R/W EA.
• References to other highway routes and map numbers of intersecting projects.
• Drawing path name -lower left, below border.
4-5.2.12 Use of Details
• Use when needed to clarify dimensioning. Place close to parcel, or add note "See Detail 'A' ", etc.
• If not drawn to scale must be so labeled.
• Repeat at least one parcel number and one dimension for reference.
• If necessary to rotate detail, use additional north arrow.
• Labels in bold to stand out
• Coloring and delineation should be the same as rest of appraisal map.
• Border details with a dashed black line or show detail on a separate page. For sample(s) of the Right of Way Appraisal Map click <here>
4-5.3 Right of Way Appraisal Index Map
Utilize existing city or county map, freeway exhibit map or any available map of adequate scale. Reproduce by using template or by cut and paste drafting.
4-5.3.1 Index Map Requirements
• Limits of map set (layout of map sheets) and limits of project.
• Existing roads and streets.
• City names, ranchos, section and township information.
• Landmarks -schools, parks, etc., as necessary (by name) • County, route, kilometer post range (e.g. 0.0/10.0) Note: Map should be oriented with kilometer posts increasing from left to right.
• Direction arrows to neighboring cities or towns. Also, for rural projects show approximate mileage.
• Ownership numbers only will be shown on the index map.
• Outline of each map identified by sheet number.
• Title -Right of Way Appraisal Index Map • Bar Scale (optional).
• North arrow.
• Legend, if applicable.
• Reference to adjacent and intersecting state routes.
• Coloring may be used to delineate boundary of larger parcels that cannot be shown on appraisal map sheet.
• Revision block will be shown on index map and used only to record revisions to the index map.
• Index Map will be numbered as sheet 1. The major classifications of land involved are unpatented public lands, national forests, Indian lands and surplus U.S. Lands.
4-6.1 Use
• By a Federal Agency in reviewing and approving the application.
• By Headquarters R/W in reviewing and processing the transaction • For recording in the State Highway Map Book in the County recorder's office when the map is referenced by the conveyance instrument.
• By R/W Engineering as Exhibit in the conveyance instrument.
4-6.2 Map Requirements
4-6.2.1 Detail Map
In addition to the information shown on the R/W Appraisal Map, all application maps must meet the following requirements:
• The Right of Way Appraisal Map shall be used whenever possible as the base for preparation of the application map.
• All application maps shall be 559 mm x 864 mm (22" x 34") or 279mm x 432mm (11"x 17").
• All application maps shall include a location or index map to graphically depict the right of way plan for the highway facility. Both the Detail Sheet and location or index map should be combined on one sheet wherever practical.
• The right of way parcel(s) applied for shall be depicted by gray shading as appropriate.
• Map information must be legible.
Outlining, shading or reduction must not affect legibility.
• Parcel numbers and areas (in hectares to the nearest thousandth) for the required right of way must be shown within or adjacent to each delineated parcel. The standard Appraisal Map grantor block will not be used.
• An adequate legend for clear, complete interpretation of the map, covering symbols of all pertinent items shown on the map such as: access control, control points, parcel or area definition, special items, etc.
• Sufficient information to physically locate the parcel or area on the ground using standard land surveying procedures.
• California Coordinate System coordinates shown on at least two significant points per map sheet, if applicable.
• Basis of bearings and statement as to whether distances shown are grid distances or ground distances. Include factor necessary to convert ground distances to grid distances.
• Show design line and right of way requirements.
• The right of way limit shall be shown by a dominant line and gray shading. All courses shall show bearings and distances or curve data as appropriate. For right of way of uniform width, complete design line data with right of way width noted will be adequate.
• The right of way and/or design line must be tied to the existing land net.
Intermediate ties at section lines and at lesser subdivisions shall be included to clarify location of right of way with respect to the smallest legal subdivision.
• • Roads, other reference information to locate project in relation to the area. References: Current R/W Manual
4-7 MAP APPLICATION FOR STATE SOVEREIGN LANDS
To obtain a reservation across State sovereign land for highway purposes.
4-7.1 Use
To accompany the Department's request for a reservation over State sovereign lands.
4-7.2 Map Requirements
• Map shall be 559 mm x 914 mm (22" x 36") • Show relation of the right of way to ranchos, sections, or subdivisions.
• California Coordinate System coordinates shown on at least two significant points.
• Adjacent record owners and their vesting document references.
• Basis of bearings and statement as to whether distances shown are grid distances or ground distances. Show conversion factor between grid and ground.
• Surveyor's statement attesting to accuracy of information shown on map, signature, Surveyor's license number and date of signature.
• All field evidence uncovered, recovered, and all monuments found or set should be shown.
• Symbols must be explained by legend; distances and bearings shown for all lines, and all other data necessary for the intelligent interpretation of the map.
• Insert the following on the map: 
STATE OF CALIFORNIA STATE LANDS DIVISION
4-8 RESOLUTION OF NECESSITY MAP
Resolution of Necessity Maps are required:
• To comply with Section 1250.310(e) of the Code of Civil Procedure.
• To accompany the resolution of necessity and present a visual picture of the parcel described in the resolution.
4-8.1 Use
The maps are used by Headquarters Right of Way and Land Surveys (R/W&LS), District Acquisition Branch, Legal Division, State and Local Project Development Program, property owners, and the CTC in the review, analysis, and approval to proceed with condemnation.
4-8.2 Index Map (Exhibit A)
Made from Appraisal Index or Construction Plans Index. Other mapping may be substituted if it meets minimum legal requirements.
• Size to be 216mm x 279mm (8.5" x 11")
• Title: Exhibit "A"
• Location, general route, and termini of the project.
• Parcel to be condemned with arrow pointing to the location. • Direction to adjacent cities, or other major landmarks. 
4-8.3 Detail Map (Exhibit B)
• Size to be 261mm x 279mm (8.5" x 11")
• Title: Exhibit "B" (Second sheet "C", etc.) • Access restrictions.
• Point of beginning for the description, when practical. 
4-9.1 Map Requirements
Map preparation and requirements will be determined by needs of the case and specific requests of legal staff and witnesses. One map is prepared to represent the "Before" condition, and another the "After". Contour lines, design geometrics, aerial overlays may be used in the preparation.
The information below describes "a typical case".
"BEFORE" condition • Parcel in its entirety.
• Location with relation to proposed highway, existing streets.
• Area of R/W requirement and remainder.
• Dimensions if requested.
• R/W lines, topography.
• Last name of property owner.
• North arrow -straight up.
• Parcel number.
• Scale, legend (optional).
• Arrow and name of nearest city in each direction. For a sample of the "Before" Court Exhibit Map click <here> "AFTER" condition • Parcel as it will appear after construction.
• Remainder area.
• R/W line and geometrics.
• Arrow and name of nearest city in each direction. For a sample of the "After" Court Exhibit Map click <here> References: Current R/W Manual
4-10 DIRECTOR'S DEED MAPS
Director's Deed maps are used to depict State land slated for disposal. This disposal may be accomplished by various methods. The mapping will generally be produced on a 216mm x 279mm (8.5" x 11") format. The following information will be common to all Director's Deed mapping. Mile. 6) North arrow, legend. Note "Not to Scale".
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The following is specific information relating to the mapping for the various disposal methods.
4-10.2 Director's Deed Map (PUBLIC SALE)
To show excess State land to be disposed of by public auction or public sealed bid sale.
4-10.2.1 Director's Deed Map (PUBLIC SALE) Use Used as a visual aid for:
• Excess land appraisal map.
• Inclusion into sales notice to provide prospective purchasers a visual picture of excess property and how to locate the property for field inspection and appraisal.
• Review of the transaction by Headquarters R/W&LS. • Review of transaction by CTC.
• Updating of County Assessor's Records. 
4-10.2.2 Director's Deed Map (PUBLIC SALE) Map Requirements
4-10.3 Director's Deed Map (Finding A and B)
To show excess State land to be disposed of by direct sale to an adjoining owner.
4-10.3.1 Director's Deed Map (Finding A and B) Use Used as a visual aid for:
• Review of the transaction by Headquarters R/W&LS and CTC. 
4-10.4 Director's Deed Map (Exchange)
To show excess State land to be exchanged (normally with an adjacent property owner) for a right of way requirement.
4-10.4.1 Director's Deed Map (Exchange)
Use Used as a visual aid for:
• Excess land appraisal.
• Negotiation with property owner.
• Review of the transaction by Headquarters R/W&LS and CTC.
• Updating of County Assessor's Records.
4-10.4.2 Director's Deed Map (Exchange)
Map Requirements 1 
4-10.5 Director's Deed Map (Contract Obligation)
To show State land being Director's Deeded pursuant to a contract obligation (Utility Agreements, Cooperative Agreements, Clearance of cloud on title, etc.). 
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4-11 TRANSFER OF JURISDICTION MAP
To show State land under the control of Caltrans to be transferred to other State agencies.
4-11.1 Use
• Appraisal
• Review of the transaction by Headquarters R/W&LS • Review by the Director prior to approval of the transaction.
• Update of County Assessor's Records (if the transaction is recorded).
4-11.2 Map Requirements
4-11.2.1 Detail Map
• Size normally will be 559 mm x 914 mm (22" x 36"). It may be reduced to half size for ease of handling. Use existing record map or appraisal map as a base.
• The appraisal or record map should normally be sufficient when the following is added or revised: 1) Boundary of area(s) being transferred is clearly identified. 2) Excess Land Deed Number and area are boldly shown on field of drawing with arrow, if necessary, to excess area. 3) Title block is changed to show that it is a Transfer of Jurisdiction Map. To see example of the Transfer of Jurisdiction Detail Map click <here>
4-11.2.2 Index Map
• Size normally will be 559 mm x 914 mm (22" x 36"). It may be reduced to half size for ease of handling. Use existing record map or appraisal map index as a base.
• The record or appraisal map used for the appraisal, acquiring and record of the excess is normally sufficient when the following is added or revised: 1) Director's Deed Number is boldly shown on field of drawing with arrow to approximate location of excess clearly evident from a casual glance at the index map. 2) Title block is changed to show that it is a Transfer of Jurisdiction Map. To see example of the Transfer of Jurisdiction Index Map click <here> References: Current R/W Manual
4-12 RIGHT OF WAY RECORD MAP
To present the current status of all real properties including interest in real properties under the jurisdiction and control of the Department of Transportation. This includes operating r/w, (fee, easements, etc.), excess lands, access rights or other interests. Note: The Right of Way Record Map is typically developed from the Right of Way Appraisal Map.
4-12.1 Use
• By R/W ENGINEERING: To provide information on R/W status, excess lands; for posting of acquisition parcels, relinquishments, abandonments, vacations, director's deeds and utility easements.
• By DISTRICT MAINTENANCE: For designation of limits of responsibility; for access control information.
• By RIGHT OF WAY: For information on R/W and parcel status.
• By OTHERS: To county offices, city engineers, title companies and the pubic for information.
4-12.2 Map Requirements
4-12.2.1 Location data
• Rancho, Section, Township, Range, Meridian, subdivision, federal and state boundaries, property lines -Lines and corners labeled to indicate whether approximate, found, calculated, or record. Abbreviate Government Tracts and Lots as GOVT.
• Name of county, city, town; subdivision with recordation data, lot, block; city and county limit lines • Street names and widths (if uniform)
• Waterways; rivers, creeks, lakes, etc.
• Railroad rights of way and widths
• Existing landmarks (by name), parks, schools, airports 
4-12.2.4 Topography
• Topography to be shown if appropriate.
• Building improvements on remainders unless such improvements are so remotely located that they will not be either physically or economically affected by State's requirements.
• All pertinent man-made culture and natural features such as sidewalks, curbs, foundations, walls, fences, trees and shrubbery, wells, ditches, waterways (rivers, creeks, lakes, etc.), power lines and telephone lines, driveways and both surface and underground pipelines (or evidence of such).
• Contour lines where appropriate.
4-12.2.5 Parcel Data
• Identified by parcel and subparcel numbers 12345-1 
4-12.2.6 R/W Lines
• Bearings, distances, and curve data.
• Non-tangent curves -designate by radials or tangent bearings. (Radials read from CC) • Bearing of R/W line (N, E, S, W,) to follow numerical progress of Design line stationing.
• Coordinates at two points on the R/W line, one near each end of sheet, or at found monuments.
4-12.2.7 Access Control
• Access denial "ticks" designate access prohibited or controlled. The access denial line is not necessarily the fence line.
• If less than full abutter's rights, note it.
(i.e. Vehicle Access Restrictions) • Grade separation -labeled, with information as to type.
• Frontage road, labeled, dimensioned.
• Access openings, symbol, size of opening, tie to right of way line.
4-12.2.8 Prior Parcel Data (Refer to R/W Manual)
• Graphically shown property lines.
• Recording data.
• Type of title.
• Prior access restrictions, if still applicable.
• Revised excesses including dimensioning and areas resulting from new alignments.
• Recorded relinquishments, abandonments, vacations, director's deeds, JUAs/CCUAs, with parcel number and proper symbol.
4-12.2.9 Ownership Record
• List all parcels that have been acquired or disposed of.
• Show name of grantor or grantee.
• Show area of total ownership, R/W acquired, remainder and excess.
• Indicate type of title in the Acquisition Code column.
• Show type of instrument (GD, FOC, QC, etc.)
4-12.2.10 Use of Details
• Border details with a dashed black line or show detail on a separate page.
• If necessary to rotate detail, use additional north arrow. 
4-12.3 Record Map Index
• The Record Map Index is optional. Use District convention. Mile.
4-13 RELINQUISHMENT MAPS
• Bar Scale, North Arrow, Legend
• Sheet Number (1 of 6, etc.)
• Signature -District Director or designated representative and date of signature.
• Location data when necessary for analysis of relinquishment description. Examples: city names, city limits, streets, subdivision data, sections, ranchos, etc.
• Access reserved and relinquished.
• Segments identified by number (see R/W Manual • Segment identified by number.
• Segment clearly identified (see Relinquishment Index Map exhibit).
• Title block including statement "RELINQUISHMENT NO ______". • County, Route, Kilometer Post / Post Mile.
• Filing data block if map is to be used as the recording instrument, subject to • Sheet Number (1 of 6, etc.)
• Location data when necessary for analysis of vacation description. Examples: city names, city limits, streets, subdivision data, sections, ranchos, etc.
• Segments identified by number (see R/W Manual).
• Segment clearly identified by standard symbology (see Vacation Map exhibit) • Show all easements to be reserved from Vacation.
• P.O.B. and metes and bounds of segment terminals (may be omitted when segment terminal is county or city limit line).
• Basis of bearings (include Calif.
Coordinate System clause, if applicable).
• Show all easements (public utilities, coastal access, etc.) to be reserved from Vacation.
• Filing data block if map is to be used as the recording instrument, subject to County standard.
4-14.2.2 Index Map
• Location of the segment relative to major landmarks such as: cities, streets, roads, rivers, state highways and freeways, railroads, etc.
• Segment identified by number.
• 
